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JetNet 4506-RJ Appearance
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Specification
Technology
Standard:
IEEE 802.3 10Base-T
IEEE 802.3u 100Base-TX
IEEE 802.1p Class of Service
IEEE 802.3x Flow Control and Back-pressure
IEEE 802.1D Spanning Tree
IEEE 802.1w Rapid Spanning Tree
Performance
Switch Technology:
Store and Forward Technology with 3.2Gbps wire-speed 
non-blocking Switch Fabric
System Throughput: 1.785Mpps
MAC Address: 2000
Packet Buffer: Embedded 1Mbits shared buffer
Transfer performance: 14,880pps for Ethernet and 
148,810pps for Fast Ethernet
Transfer packet size: from 64 to 1536Bytes
Relay Alarm: Dry Relay output with 1A @ 24V
Management
Management interface: SNMP v1, v2c and v3, Web 
browser, JetView and CLI Management
Management Security: 4 entries for web, telnet, SNMP 
management security
SNMP Trap: Provides Cold start, Warm start, Port event, 
Power event, Authentication failure, and Korenix private trap 
for proprietary functions
SNMP MIB: RFC 1213 MIBII, RFC 1493 Bridge MIB, 
RFC 1757 RMON MIB, RFC 2674 VLAN MIB, RFC 1643 
Ethernet like MIB, RFC1215 Trap MIB, Korenix Private MIB
Firmware upgrade: TFTP, Local file and JetView 
System Log: 1000 system entries for system or remote log 
server
Event Alarm Relay: 1A @24V Dry Relay Contact output for 
Super Ring failure, port link down, System power events.
Quality of Service: Quality of Service determined by port, 
Tag or IPv4 Type of Service
Class of Service: IEEE802.1p class of service, with 4 
priority queues
DHCP: Supports DHCP Cilent, DHCP Agent with Option 
82, DHCP Server specified IP exclusion and MAC binding 
function
Timer: Supports Network Time Protocol (NTP) to 
synchronize time from NTP Server
VLAN: Port based VLAN
IGMP Snooping: Supports IGMP Snooping v1/v2/v3 and 
IGMP Query v1/v2
Network Redundancy: Supports Rapid Super Ring 
function for network redundancy with 5ms network recovery 
time. To inter-operate with other higher level switches, 
JetNet 4506-RJ provides Rapid Dual Homing technology. 
JetNet 4506-RJ also conforms to IEEE802.1D 2004 edition 
for RSTP and STP standard protocols
IP Security: IP security to prevent unauthorized access

Interface
Number of Ports:
6 x 10/100Base-TX ports
1 x RS-232 Console
1 x Redundant Power with Relay Alarm
Connectors:
10/100TX: Rugged RJ45
RS-232 Console: M12 A-coding 4-ping socket
Power: M12 A-coding 5-pin socket 
Cable:
10Base-T: 4-pair UTP/STP Cat. 4, 5 cable,
100Base-TX: 4-pair UTP/STP Cat.5, Cat.5E/Cat.6 cable,
Diagnostic LED:
PW1/PW2: Power on (Green)
Fast Ethernet: Link (Green) / Activity (Green blinking),
Alm: Relay Alarm for Super Ring failure, port link down or 
power failure occurred (Red)
RM: Ring Manager (Green)
Power Requirements
Power Consumption:
Operating Voltage: 14 to 48V DC
Power consumption: max 10 Watts @ 48V  
Mechanical
Protection class: IP67
Installation: Wall mount
Case: Aluminum metal case
Dimension: 213.6 mm (H) x 106.0 mm (W) x 56.5 mm (D)
Weight:1090 g without package
Environmental
Operating Temperature: -25 ~ 70OC
Storage Temperature: -40 ~ 85OC
Regulatory Approvals
DNV: pending
EN 50155 Railway: compliance
Safety: CE/EN60950(Pending)
EMI: 
FCC Class A; CE/EN55022:2003 Class A;
CE/EN61000-3-2:2001 Harmonic Test;
CE/EN61000-3-3:1995 Flicker test
EMS:
EN61000-4-2:1998,ESD
EN61000-4-3:1998, RS
EN61000-4-4:1995, EFT
EN61000-4-5:1995, Surge
EN61000-4-6:1996, CS
EN61000-4-8:PFM
Shock: IEC60068-2-27
Vibration: IEC60068-2-6
Free Fall: IEC60068-2-32
Warranty: 5 years
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JetNet 4506-RJ Industrial 6-port Managed RJ45/IP67 Ethernet Switch

Includes:

    JetNet 4506-RJ

    M12 4-pin on Sub-D 9-pin shielded console cable x 1

    Field assembleable Rugged RJ45 Connector x 6

    Field assembleable M12 A-coding 5-pin connector x 1

    Cap of Rugged RJ45 x 6

    Cap of M12 A-coding 5-pin connector x 1

    Cap of M12 A-coding 4-pin socket x 1 

    Mounting Screws x 4

    Quick Installation Guide

    CD User Manual

Ordering Information


